
Higher Payload of 1 700 kgs
(13% more Loading Capability)

59.5 kW (80 hp) Power &
Best-in-class Gradeability

BADI KAMAI BADI TAAKAT

Leaf spring suspension 
(2 leaves in the front and 
10 in the rear)

BADI PERFORMANCE

Hydraulic power assisted 
steering

BADA  AARAM

Best-in-class Fuel Efficiency
(Gear Shift Advisor + Eco Switch)

BADI BACHAT

Wider Load body of 1 750 mm
(8% Wider Load Body)

BADI GAADI

39.5%

BS6 P2
Phase2 

SAB KUCH UTHAYE, HAR DIN JITAYE

Badi load body aur zyada payload ke saath



The illustrations and photographs may show accessories and items of optional 
equipment which are not part of the standard specifications. Due to printing 
processes, colours may vary slightly from those shown. All listed specifications are 
current and subject to change or upgrade without prior notice, in accordance with the 
company's policy of continuous improvement. Terms & conditions apply.
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E X T R A  F E A T U R E S  F O R  E X T R A  C O M F O R T

FOOD
GRAINS

CEMENT
BAGS

MARBLE
GRANITE

MILK
CANS

FRUITS AND
VEGETABLES -

CRATES

FRUITS AND
VEGETABLES -

BAGS

Specification

Engine Capacity 4 Cylinders, 1 497 cc DI Engine

Max. Engine Output

Max GVW

Payload

3 210 kg

1 700 kg

Overall Length

Wheel Base

4 734 mm

2 600 mm

Cargo Box Dimensions (lxb) 2 960 mm X 1 750 mm (9’8” x 5’8”)

Min. Turning Circle Radius

Suspension Front

Suspension Rear

6 050 mm

Power steering

Parabolic leaf spring

Multileaf Semi-elliptical two stage leaf spring

215/75 R15 (With Tube)

Max. Torque

59.5 KW @ 4 000 r/min (80HP) 

Engine

Weight

Dimensions

Steering

Suspension

Tyre

Fuel Tank Capacity

Warranty

35L 

2 Years/72 000 Km

Brakes Front

Brakes Rear

Disc brakes 

Drum brakes

Brakes

Fuel Tank Capacity

Warranty

Type

Tyre

220 Nm @ 1 750-2 500  r/min

DIGITAL INSTRUMENT
CLUSTER

SPACIOUS ERGONIMIC
CABIN

USB CHARGING
SLOT

LOCKABLE
GLOVE BOX


